R ad-5bik 

15" Ultra-thin Black LCD Display 



Now you can enjoy the sleek styling and performance of the Rad-5 in 
black design with the new Rad-5blk. This ultra-thin panel delivers crisp, 
clear images on a 15.0" viewable screen and is perfect for replacing 
bulky CRT monitors that take up too much of your desktop space. 
Plus, the LCD technology consumes less energy, saving you money. 
This light weight panel can also be conveniently wall-mounted. 


Rad-5blk Technical Specifications 
Model 

Panel Size 
Type 

Pixel Pitch 
Maximum Resolution 
Maximum Displayable Colors 
Contrast Ratio 
Brightness 
Input Signal 

Video Input Analog 

Sync Type 
Input Terminal 
Frequency 

Horizontal 

Vertical 

Bandwidth 
Viewing Angle 

Horizontal 

Vertical 

Speakers 
OSD Controls 
Tilt 

Swivel 
Plug & Play 
Power Adapter 

Normal 

Inactive, Off 
Regulatory Approvals 

Wall Mountable 
Dimensions 

Panel (WxHxD) 

Box (WxHxD) 


Weight Net 

Gross 
Compatibility 
Warranty 


Rad-Sblk 

15.0" Diagonal 
TFT Active Matrix LCD 
0.297mm (H) x 0.297mm (V) 
1024 x 768 @75Hz 
16.7M 
300:1 

250cd/m"(Typical) 

RGB (0.7Vp-p, 75ohms) 
HA/ Separate 
15-pin D-SUB 

30~60kHz 
55-75HZ 
80MHz 

140° 
125° 
NA 
Yes 

-5, +15° 
NA 

DDC1 & DDC2B 
AC 100-240 VAC, 50-60HZ 

< 32W 

< 5W 

NRTL c, FCC, CE, VCCI, 
UL, CSA, Energy Star 
Yes 


358mm x 358mm x 158mm 
14.1" x 14.1" x 6.2" 
449mm x 470mm x 21 9mm 
17.3" x 17.7" x 8.2" 
4.0 kg / 8.8 lbs 
6.0 kg/ 13.2 lbs 

PC & Mac (Mac adapter may be required) 
3 Year Limited Parts and Labor 
KARES 



Rad-9p Technical Specifications 


Model 

Panel Size 
Type 

Pixel Pitch 
Maximum Resolution 
Maximum Displayable Colors 
Contrast Ratio 
Brightness 
Input Signal 

Video Input Analog 

Sync Type 
Input Terminal 
Frequency 

Horizontal 

Vertical 

Bandwidth 
Viewing Angle 

Horizontal 

Vertical 

Speakers 
OSD Controls 
Tilt 

Swivel 
Plug & Play 
Power Adapter 

Normal 

Inactive, Off 
Regulatory Approvals 

Wall Mountable 
Dimensions 

Panel (WxHxD) 

Box (WxHxD) 


Weight Net 

Gross 
Compatibility 
Warranty 


Rad-9p 

19.0" Diagonal 

TFT Active Matrix LCD 

0.294mm (H) x 0.294mm (V) 

1280 x 1024 @75Hz 

16.7M 

500:1 

250cd/m , (Typical) 

RGB (0.7Vp-p, 75ohms) 
HA/ Separate 
15-pin D-SUB 

30~82kHz 

56-75HZ 

135MHz 

170° 
170° 

Built-in 2x 3Watt 
Yes 

-5, +15° 
90° 

DDC1 & DDC2B 

AC 100-240 VAC, 50-60Hz 

< 60W 

<3W 

UL, CSA, TUV/GS, CE, FCC-B 
MPRII, CB, BSMI, CISPR 
Yes 


480mm x 458mm x 21 0mm 
18.9" x 18.0" x 8.3" 
566mm x 577mm x 254mm 
22.3" x 22.7" x 10.0" 
7.6 kg/ 16.9 lbs 
9.3 kg/ 20.4 lbs 

PC & Mac (Mac adapter may be required) 
3 Year Limited Parts and Labor 
KARES 


Rad-9 P 


19" Multimedia LCD Display 




The new Rad-9p multimedia LCD display is perfect for business 
professionals who need more screen space then what a 17-inch can 
provide. This sleek LCD features a 19.0" viewable TFT LCD with a 
maximum resolution of 1280 x 1024 and built-in stereo speakers for a 
total multimedia experience. Plus, the Rad-9p adds greater flexibility 
with tilt & swivel base and wall mounting capability. 


■ ^^^^^^^^ j^^^^g These products are covered by KARES-KDS Advanced Replacement Express Service, which provides advanced product if — 

^^^^^ m h replacement within a specified service coverage area directly from KDS. The KARES program dramatically reduces the s 5^^* I 

^^^^ft ^L^^^P^^ I I J\ user's system downtime by providing an advanced replacement unit before the defective unit is returned to KDS. *^_-/ s p 

^ '^^^^^^ ^J"'^ Please go to www.kdsusa.com for more information xSjsssj*/ 
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